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THREAD INSERTS

Thread Inserts	 EXTRA HEAVY WALL
Material: C12L14/303

335 SERIES - EXTRA HEAVY WALL - CARBON STEEL THREAD INSERTS FOR METAL

Part
Number

Internal
Thread 2B

External
Thread 2A

L A B C D Drill 
Size

Tap  
Size(in.) (in.) (in.) (in.) (in.)

335-4 1/4-20 1/2-13 .484 .261 .072 .075 .085 27/64 1/2-13
335-5 5/16-18 9/16-12 .515 .323 .081 .080 .090 31/64 9/16-12
335-6 3/8-16 5/8-11 .515 .385 .130 .110 .115 17/32 5/8-11
335-8 1/2-13 7/8-9 .687 .640 .130 .125 .130 49/64 7/8-9
335-10 5/8-11 1-8 .781 .760 .130 .125 .130 7/8 1-8

3353 SERIES - EXTRA HEAVY WALL - 303  STAINLESS STEEL THREAD INSERTS FOR METAL

Part
Number

Internal
Thread 2B

External
Thread 2A

L A B C D Drill 
Size

Tap 
Size(in.) (in.) (in.) (in.) (in.)

3353-4 1/4-20 1/2-13 .484 .261 .072 .075 .085 27/64 1/2-13
3353-5 5/16-18 9/16-12 .515 .323 .081 .080 .090 31/64 9/16-12
3353-6 3/8-16 5/8-11 .515 .385 .130 .110 .115 17/32 5/8-11


